
 STATE OF ILLINOIS - DEPARTMENT OF TRANSPORTATION 
 Division of Highways - Bureau of Materials & Physical Research 

 
 LIST OF “M” SPECIFICATIONS 
 Effective September 12, 2005 

 
 

 
Serial No. 

Effective
  Date 

 
Specification for 

M    4-87 03/01/87 Wood Lath Snow Fence 
M   14-96 04/15/96 RESCINDED 
M   16-95 09/01/95 REPLACED by Bureau of Operations T30-96, Specifications for Wood Sign Posts 
M   17-02 02/01/02 Bituminous Mixture for Maintenance Use, Emulsified Asphalt Type 
M   19-02a 10/15/02 Bituminous Mixture for Maintenance Use, Liquid Asphalt Type 
M   20-02 02/01/02 Bituminous-Sand Mixture for Maintenance Use 
M   21-87 08/16/87 REPLACED by AASHTO Specification M281, Steel Fence Posts and Assemblies, 

Hot Wrought 
M   26-96 09/01/96 REPLACED by Standard Specifications for Road and Bridge Construction, 

Article 1095.07, Glass Beads for Pavement Markings 
M   31-95 09/01/95 RESCINDED 
M   32-65 04/15/65 REPLACED by Standard Specifications for Road and Bridge Construction, 

Section 663, Calcium Chloride Applied 
M   33-57 06/03/57 REPLACED by AASHTO Specification M144, Calcium Chloride Type S, Grade 1, 

Class A (77% Flake) and Type S, Grade 3, Class B (94% Pellets) 
M   36-86 06/01/86 REPLACED by AASHTO Specification M143, Sodium Chloride, Type I, Grade 1 
M   37-02 02/01/02 Cutting Edges for Grader Blades 
M   38-95 09/01/95 RESCINDED 
M   48-02 02/01/02 Bituminous Premix for Maintenance Use, Inverted Emulsified Asphalt CBAE-2 
M   50-02 02/01/02 Cutting Edges for Snow Plows 
M   97-61 01/03/61 RESCINDED 
M   98-68 08/01/68 RESCINDED 
M 102-61 01/03/61 RESCINDED 
M 107-74 10/01/74 RESCINDED 
M 119-02 02/01/02 Fast-Dry Black Pavement Marking Paint 
M 120-5 03/01/05 Bituminous Premix for Maintenance Use - Optimix, Sylcrete, UPM, QPR-2000, EZ 

Street - Proprietary Sources 
M 121-78 05/01/78 REPLACED by AASHTO Specification M144, Calcium Chloride, Type L, 32% 
M 122-85 08/15/85 RESCINDED 
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M 123-88 10/01/88 Fast-Dry Pavement Marking Paint, White and Yellow (Chlorinated Rubber Type) 
M 124-81 02/01/81 Tarpaulins 
M 125-89 11/16/89 RESCINDED 
M 126-95 09/01/95 Bituminous Mixes for Maintenance Use, Reinforced Fiber Mixture 
M 127-87 03/01/87 REPLACED by M 131-92 
M 128-02 02/01/02 Rubber Cutting Edges for Snow Plows 
M 129-88 08/01/88 RESCINDED 
M 131-92 11/01/92 Polyethylene Plastic Mesh Snow Fence 
M 132-96 07/01/96 REPLACED by Check Sheet Special Provision entitled POLYMER CONCRETE 
M 133-96 02/02/96 Bituminous Premix for Maintenance Use, Instant Road Repair - Proprietary 
M 134-02 02/01/02 Bituminous Premix for Maintenance Use, SMP - Proprietary 
M 135-05 09/12/05 Fast-Dry Pavement Marking Paint – Black (Lead Free Waterborne Type) 
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